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MINNESOTA POLLUTION CONTROL AGENCY
AIR QUALITY
520 LAFAYETTE ROAD

@ ST PAUL, MN 55155-4194

Facility Name:

Permit Number:

Subject Item:

Associated Items:

Lamb Weston/RDO Frozen
05700006 - 004

GP 004 Boiler NESHAP Requirements

EU 001 Nebraska Boiler
EU 002 Boller DS-40
EU 003 Boiler D-34
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NC/

Type

Citation

Requirement

1.0

CcD

Hdr

The following requirements of 40 CFR Part 63, Subpart JJJJJJ, apply to each of
the existing boilers (EU001, EU002, EU003)

2.0

CcD

40 CFR Section 63 11205(a)

At all tmes you must operate and maintain the boilers in a manner consistent with
safety and good air pollution control practices for minimizing emissions.
Determination of whether such operation and maintenance procedures are being
used will be based on information available to the Administrator that may include,
but is not limited to, monitoring results, review of operation and maintenance
procedures, review of operation and maintenance records, and inspection of the
source.

30

CcD

40 CFR Section 63 11201(b); 40
CFR Section 63 11196(a)(3); 40
CFR Section 63 11210(c)

i

Have a one-time energy assessment performed by a qualified energy assessor, no
later than 3/21/14. An energy assessment completed on or after 1/1/08, that meets
or is amended to meet the energy assessment requirements below satisfies the
energy assessment requirement The energy assessment must include:

(1) A visual'inspection of the boiler system,

(2) An evaluation of operating characteristics of the facility, specifications.of energy
using systems, O&M procedures, and unusual operating constraints,

(3) Inventory of major systems consuming energy from the boller(s),

(4) A review of available architectural and eﬁgineerlng plans, faciity O&M
procedures and logs, and fuel usage,

(5) A list of major energy conservation measures,

(8) A list of energy savings potential of the energy conservation measures
identified,

(7) A comprehensive report detailing ways to improve efficiency, cost of specific
improvements, benefits, and the time frame for recouping those investments.

40

CD

40 CFR Section 63 11201(b); 40
CFR Section 63 11223(a); 40
CFR Section 63 11196(a)(1), 40
CFR Section 63.11210(c)

Conduct a tune-up of each boiler biennially, no more than 25 months after the
previous tune-up. The first biennial tune-up must take place no later than March
21, 2012.

5.0

CD

40 CFR Section 63.11223(b)

Biennial tune-up includes the following.

(1) As applicable, inspect the burner, and clean or replace any components of the
burner as necessary (you may delay the burner inspection until the next scheduled
unit shutdown, but you must inspect each burner at least once every 36 months)

(2) Inspect the flame pattern, as applicable, and adjust the burner as necessary to
optimize the flame pattern. The adjustment should be consistent with the
manufacturer's specifications, if available.

(3) Inspect the system controlling the air-to-fuel ratio, as applicable, and ensure
that it is correctly calibrated and functioning properly.

(4) Optimize total emissions of carbon monoxide This optimization should be
consistent with the manufacturer's specifications, If available.

(continued below) pe




MINNESOTA POLLUTION CONTROL AGENCY
AIR QUALITY
~ g 520 LAFAYETTE ROAD

‘@ ST PAUL, MN 55155-4194

Facility Name:

Permit Number:

Lamb Weston/RDO Frozen
05700006 - 004

Page 9 of 25 24 Jan, 2012 11.16

compLIANCE pLAN CD-01

6.0 CcD 40 CFR Section 63.11223(b) (continued from above)
(5) Measure the concentrations in the effluent stream of carbon monoxide in parts
per million, by volume, and oxygen in volume percent, before and after the
adjustments are made (may use either a dry or wet basis, as long as it is the same
basis before and after the adjustments are made)
(6) Maintain onsite and submit, if'requested by the Administrator, a biennial report
containing the following ’
(i) the concentration of CO inthe effluent stream in parts per million, by volume,
and oxygen In volume percent, measured before and after the tune-up of the boiler.
(ii) a description of any corrective actions taken as part of the tune-up of the
boiler.
(ii) the type and amount of fuel used over the 12 months prior to the biennial
tune-up of the boiler
(7) If the unit is not operating on the required date for a tune-up, the tune-up must
be conductgd within one week of startup.

70 S/A 40 CFR Section 63.11225(a)(1) Notification of compliance status: due before 07/19/2012 for the boiler tune-up

and (4), 40 CFR Section 63.9(h) | requirement

80 S/IA 40 CFR Section 63 11225(a)(1) Notification of compliance status: due before 07/19/2014 for the energy

and (4); 40 CFR Section 63.9(h) | assessment requirement.

9.0 S/A 40 CFR Section 63.11225(a)(1) Subpart JJJJJJ Initial Notification: due before 09/17/2011

and (2); 40 CFR Section
63.9(b)(2)

10.0 CD 40 CFR Section 63.11225(b) By March 1 of each year, prepare, and submit upon request, an annual compliance
certification report for the previous calendar year containing the information in
items (1) - (3) below. You must submit the report by March 15 if you had any
instances described by item (3). For boilers that are subject only to the
requirement to conduct a biennial tune-up and not subject to emission limits or
operating limits, you may prepeare only a biennial compliance report instead of a
semi-annual report.

(1) Company name and address.

(2) Statement by a responsible official, with the official's name, title, phone
number, e-mail address, and signature, certifying the truth, accuracy, and
completeness of the notification and a statement of whether the source has
complied with all the relevant standards and other requirements of Subpart JJJJJJ
(continued below)

11.0 CcD 40 CFR Section 63.11225(b) (continued from above)

(3) If the source experiences any deviations from the applicable requirements
during the reporting period, include a description of deviations, the time periods
during which the deviations occurred, and the corrective actions taken.

12.0 CcD 40 CFR Section 63 11225(c) Maintain the records specified 'below.

(1) As required in 40 CFR Section 63.10(b)(2)(xiv), you must keep a copy of each
notification and report that youn submitted to comply with this subpart and all
documentation supporting any Initial Notification or Notification of Compliance
Status that you submitted.
(2)(i) You must keep records to identify each boiler, the date of tune-up, and the
manufacturer's specifications to which the boiler was tuned.
(3) {not applicable)

) (4) Records of the occurrence and duration of each malfunction of the boiler.
(5) Records of actions taken during malfunction to minimize the emissions in
accordance with the general duty to minimize emissions, including corrective
actions to restore the malfunctioning boller to its normal or usua! manner of
operation.
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13.0

CD

40 CFR Section 63.11225(d)

Records must be in a form suitable and readily available for expeditiuous review,
according to 40 CFR Section 63.10(b)(1). You must keep each record for 5 years
following the date of each recorded action
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Facility Name- Lamb Weston/RDO Frozen
Permit Number: 05700006 - 004

Subject Item: GP 005 Air Make-Uﬁ Units (AMU)

Associated Items: EU 011 Air Make-Up Unit (AMU) 6
EU 012 Air Make-Up Unit (AMU) 10
EU 013 Air Make-Up Unit (AMU) 11
EU 014 Air Make-Up Unit (AMU) 14
EU 015 Air Make-Up Unit (AMU) 15
EU 016 Air Make-Up Unit (AMU) 16
EU 018 Air Make-Up Unit (AMU) 17
EU 019 Air Make-Up Unit (AMU) 18
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NC/ Type Citation
CA

Requirement

1.0 CD Title | condition: To avoid
classification as a major source

under 40 CFR Section 52.21 and
Minn. R. 7007.3000

/

All Carbon Dioxide Equivalent (CO2e) emitting equipment in this group, including
existing, modified, replaced, new or added AMU equipment are subject to the
requirements of GP 003.

classification as a major source
under 40 CFR Section 52 21 and
Minn. R. 7007.3000

20 LIMIT [Minn. R. 7011.0515, subp 1 Total Particulate Matter. less than or equal to 0.40 Ibs/million Btu heat input This
limit applies individually to each emission unit listed as an Associated Item. The
potential to emit from each unit is 0.0074 Ib/MMBtu due to equipment design and
allowable fuels.

3.0 LIMIT [Minn. R. 7011.0515, subp. 2 Opacity: less than or equal to 20 percent opacity except for one six-minute period
per hour of not more than 60 percent opacity. This limit applies individually to each
emission unit listed as an Associated ltem.

40 CcD Minn. R. 7005.0100, subp. 35a Allowed Fuels' Fuel used is limited to natural gas, by design.

5.0 CD Title | condition: To avoid The Permittee may replace or move listed emission units in this Group (GP 005),

provided CO2e emissions are tracked and calculated directly from material usage
All changes must meet the requirements for the emission unit and/or the emission
unit being replaced (refer to other permit requirements such as those found in GP
003).

If a proposed change triggers an applicable requirement that is not contained in
this permit, the change must go through the appropriate procedure in Minn. R. ch.
7007.

6.0 CD Title | condition: To avoid |
classification as a major source
under 40 CFR Section 52.21 and
Minn. R. 7007.3000

Insignificant Activities: The Permittee shall evaluate the potential emissions from
changes made under Minn. R. 7007.1300 on a monthly basis The Permittee shall
not make any change that causes potential emissions to exceed permit thresholds
in Minn. R. ch. 7007 without first obtaining a major permit amendment.

7.0 S/A Minn. R. 7007.0800, subp. 2

Annual Report: due 30 days after end of each calendar year following Permit
Issuance. The Permittee shall submit an annual report by January 31st that
describes the changes made at the facility during the previous calendar year using
the latest MPCA application forms The report shalt include the emission unit,
stack/vent, group, and control equipment data for any new or replaced units or
control devices. The report shall document the CO2e emissions 12-month rolling
sum calculations for the previous calendar year. The report shall be submitted with
the annual Compliance Certification listed in Table B. As part of the Annual Report,
the Permittee shall verify and certify that the facility has maintained minor source
status for New Source Review

8.0 CcD Minn. R? 7007.0800, subp. 2

Equipment Labeling. The Permittee shall permanently affix a unique number to
each emissions unit included in GP 005 for tracking purposes. The numbers shall
correlate the unit to the appropriate EU and GP numbers used in this permit. The
number can be affixed by placard, stencil, or other means. The number shall be
maintained so that it is readable and visible at all times from a safe distance. If
equipment is added, 1t shall be given a new unique number; numbers from
replaced or removed equipment shall not be reused.




MINNESOTA POLLUTION CONTROL AGENCY Page 12 of 25 24 Jan, 2012 1116
AIR QUALITY

-

520 LAFAYETTE ROAD

Ay b
‘@~ ST PAUL, MN 55155-4194 COMPLIANCE PLAN CD_OI i

(

Facility Name: Lamb Weston/RDO Frozen
Permit Number: 05700006 - 004

9.0 CcD Minn. R. 7007 0800, subp. 2 Equipment inventory: The Permittee shall maintain a written list of all emissions
units included in GP 005 The Permittee shall update the list to include any
replaced, modified, or new equipment prior to making the pre-authorized change.

The list shall correlate the units to the numbers used in this permit (EU, GP) and
shall include the data on the appropriate MPCA permit forms. The date of
construction shall be the date the change was made for replaced, modified, or new
equipment
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Facility Name- Lamb Weston/RDO Frozen
Permit Number: 05700006 - 004

Subject item: EU 001 Nebraska Boiler

Associated Items: GP 001 Boiler SO2 Limit
GP 003 GHG Restrictions
GP 004 Boiler NESHAP Requirements
MR 001 Nebraska Boiler Opacity Monitor
MR 003 Nebraska Boiler 02 Monitor
MR 004 Nebraska Boiler NOX Monitor
Sv 001/ Boiler Stack

NC/ Type Citation Requirement
CA
1.0 CD hdr EMISSION LIMITS (Note that this emission unit is subject to additional group limits
. shown at Subject Items GP 001 and GP 003)
2.0 LIMIT |40 CFR Sections 60.42b(a), Sulfur Dioxide. less than or equal to 0.2 Ibs/million Btu heat input using 30-day
60.42b(e), Rolling Average when combusting oil This limit applies at all times including start

40 CFR 60.42b(g), and 40 CFR | up, shutdown and malfunction.
60.42b(j); 40 CFR Section
60.45b(a), Minn. R 7011 0565

3.0 LIMIT |40 CFR Section 60.43b(f); 40 Opacity. less than or equal to 20 percent opacity using 6-minute Average except
CFR Section 60.43b(g), 40 CFR | for one 6-minute period per hour of not more than 27 percent opacity The opacity
Section 60.46b(a); Minn. R. standard applies at all times_except during periods of startup, shutdown or
7011.0565 maifunction.
40 LIMIT |40 CFR Section 60.44b(a)(1); 40 | Nitrogen Oxides’ less than or equal to 0 2 Ibs/million Btu heat input using 30-day
. CFR Section 60.44b(b); 40 CFR | Rolling Average when burning fuel oil or natural gas alone This limit applies at all
Section 60 44b(c); 40 CFR times including start up, shutdown and malfunction.

Section 60 44b(h); 40 CFR
Section 60.44b(i), 40 CFR Section
60.46b(a); Minn R 7011.0565

5.0 LIMIT |40 CFR Section 60.41b (definition | Sulfur Content of Fuel. less than or equal to 0.5 percent by weight for distillate oil
of very low sulfur oll); Minn. R.
7011.0565

6.0 - |{CD Title | Condition: To avoid Allowed Fuels Fuels used are limited to distillate fuel oil, biogas, and natural gas

classification as a major source
under 40 CFR Section §2.21 and
Minn. R. 7007.3000

7.0 Ccb hdr ' MONITORING .

8.0 CD 40 CFR Section 60.48b(a); Minn. [ Calibrate, maintain, and operate a continuous opacity monitoring system (COMS)
R. 7011.0565 for measuring the opacity of emissions discharged ito the atmosphere and record

the output of the system

9.0 CD 40 CFR Section 60.48b(b)(1); Calibrate, maintain, and operate CEMS for measuring NOX and O2 emissions
Minn. R. 7011.0565 discharged to the atmosphere, and record the output of the system.

10.0 | CD 40 CFR Section 60.48b(d); Minn. | The 1-hour average NOx emission rates shall be expressed in Ib/MMBTU heat
R. 7011.0565 . input and shall be used to calculate the average emission rate. The 1-hour

averages shall be calculated using the data points required under 40 CFR 60.13.
At least 2 data points must be used to calculate each 1-hour average.

11.0 CD 40 CFR Section 60.48b(f); Minn. | When NOX emission data are not obtained because of CEMS breakdowns,

R. 7011.0565 repairs, calibration checks and zero and span adjustments, emission data will be
obtained by using standby monitoring systems, Method 7 or 7A of Appendix A of
Part 60, or oher approved reference methods to provide emission data for a
minimum of 75 percent of the operating hours in each steam generating unit
operating day, in at least 22 out of 30 successive steam generating unit operating
days. . *

120 CD Minn. R. 7007.0800, subp. 4.B. Each day, if oil was combusted at any time during the previous 30 calendar days,
calculate and record the 30-day average SO2 emission in Ib/MMBtu, using the
quantity of fuel oil combusted, the heat content of the fuel oil, and the actual sulfur
content of the fuel oil.

13.0 : CD * |hdr . | RECORDKEEPING
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14.0

CcD

40 CFR Section 60 42b(j)(2)
Minn. R. 7011.0565

Demonstrate that the oil used meets the definition of very low sulfur oil by
maintaining fuel records as described in 40 CFR Section 60.49b(r)

150

CcD

40 CFR Section 60 49b(d)(1);
Minn R.7011.0565

)

Record and maintain records of the amounts of each fuel combusted during each
day and calculate the annual capacity factor individually for distillate oil and natural
gas for the reporting period. The annual capacity factor 1s determined on a
12-month rolling average basis with a new annual capacity factor calculated at the
end of each calendar month.

16.0

CD

40 CFR Section 60 49b(f); Minn.
R. 7011.0565

For each COMS, maintain records of the opacity.

17.0

CD

40 CFR Section 60.49b(qg); an.

R 7011.0565

Maintain records of the following information for each steam generating unit
operating day:

(1) Calendar date,

(2) The average hourly NOX emission rates (expressed as NO2) in lb/MMBtu
measured or predicted,

(3) The 30-day average NOX emission rates (in Ib/MMBtu heat input) calculated at
the end of each steam generating unit operating day from the measured or
predicted hourly nitrogen oxide emission rates for the preceding 30 steam
generating unit operating days;

(4) Identification of the steam generating unit operating days when the calculated
30-day average NOX emission rates are in excess of the NOX emission standards
under 40 CFR Section 60.44b, with the reasons for such excess emissions as well
as a description of corrective actions taken;

(continued below)

180

CD

40 CFR Section 60.49b(g); Minn
R 7011.0565

(continued from above)

(5) Identification of the steam generating unit operating days for which pollutant
data have not been obtained, including reasons for not obtaining sufficient data
and a description of corrective actions taken;”

(8) Identification of the times when emission data have been excluded from the
calculation of average emission rates and the reasons for excluding data;

(7) Identification of the "F" factor used for caiculations, method of determination,
and type of fuel combusted;

(8) Identification of the times when the pollutant concentration exceeded the full
span of the CEMS;

(9) Description of any modification to the CEMS that could affect the ability of the
CEMS to comply with Performance Specification 2 or 3; and

(10) Results of daily CEMS drift tests and quarterly accuracy assessments as
required under Appendix F, Procedure 1 of Part 60.

190

CD

40 CFR Section 60 439b(0); Minn.

R 7011.0565

All records required under this section shall be maintained by the Permittee for a
period of 2 years following the date of such record -

(NOTE. Part 70 requires that all records be kept for a minimum of 5 years, as
described under the Total Facility section of Table A of this permit.)

200

CD

40 CFR Section 60.49b(r)(1);
Minn R.7011.0565

Obtain and maintain at the facility fuel receipts from the fue! supplier that certify
that the oll meets the definition of distillate oil as defined in 40 CFR Section
60.41b, and the sulfur limit. For the purposes of this requirement, the distillate oil
need not meet the fuel nitrogen content specification in the definition of distillate
oll. Reports shall be submitted to the Administrator certifying that only very low
sulfur oll meeting this definition, natural gas, and other fuels know to contain
insignificant amounts of sulfur were combusted in EU001 during the reporting
period.

OR

Comply with the requirements of 40 CFR Section 60 49b(r)(2)
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21.0

CD

40 CFR Section 60.439b(r)(2),
Minn R 7011 0565

Develop and submit a site-specific fuel analysis plan to the Administrator for review
and approval no later than 60 days before the date you intend to demonstrate
compliance using this method. Each fuel analysis plan shall include a minimum
initial requirement of weekly testing and each analysis report shall contain, at a
minimum, the following information:

(1) The potential sulfur emissions rate of the representative fuel mixure in ng/J heat
input; .

(ii) The method used to determine the potential sulfur emissions rate of each
constituent of the mixture. For natural gas and distillate oil a fuel receipt or tariff
sheet is acceptable; '

(iii) The ration of different fuels in the mixture, and

(iv) You may petition the Administrator to approve monthly or quarterly sampling in
place of weekly sampling.

OR

Comply with the requirements of 40 CFR Section 60.49b(r)(1).

22.0

CcD

hdr

REPORTING

230

S/A

40 CFR Section 6 49b(h); 40 CFR
Section 60.7(c), Minn. R.
7017.1110, subp 1 & 2; Minn R.
7011.0565

Excess Emissions/Downtime Reports (EER's). due 30 days after end of each
calendar quarter starting 05/27/2003 (Submit Deviations Reporting Form DRF-1 as
amended).. The EER shall indicate all periods of monitor bypass and all periods of
exceedances of the limit including exceedances allowed by an applicable standard,
i.e. during startup, shutdown, and malfunctions. Excess emissions are defined as
all 6-minute periods during which the average opacity exceeds the opacity
standard, or any calculated 30-day rolling average NOX emission rate that exceeds
the applicable emission limit.

24.0

S/A

40 CFR Section 60 49b(i) & (w);
Minn. R. 7011 0565

Submit: due 30 days after end of each calendar half-year starting 12/01/1994 .
Submit reports of information listed in 60.49b(g) The reporting period I1s each 6
month period All reports shall be submitted to the Administrator and shall be
postmarked by the 30th day following the end of the reporting period.

25.0

CD

40 CFR Section 60.49b(v), Minn.
R. 7011.0565

The Permittee may submit electronic quarterly reports for SO2 and/or NOX and/or
opacity in lieu of submitting the written report required under 40 CFR Section
60.49b(h) or (i) The format of each quarterly electronic written report shall be
coordinated with the MPCA The electronic report(s) shall be submitted no later
than 30 days after the end of of the calendar quarter and shall be accompanied by
a certification statement from the Permittee, indicating whether compliance with
the applicable emission standards and minimum data requirements of Subpart Db
was achieved during the reporting period Before submitting reports in the
electronic format, the Permittee shall coordinate with the MPCA to obtain their

‘| agreement to submit reports in this alternative format
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NC/ Type Citation Requirement
CA
10 LIMIT {Minn. R 7011.0515, subp. 1 Total Particulate Matter: less than or equal to 0.40 Ibs/million Btu heat input . The
potential to emit from the unit is 0.024 Ib/MMBtu due to equipment design and
allowable fuels
2.0 LIMIT {Minn R. 7011 0515, subp. 2 Opacity' less than or equal to 20 percent opacity except for one six-minute period
per hour of not more than 60 percent opacity.
30 cD Minn. R. 7005 0100, subp 35a Allowed Fuels' Fuels used are limited to distillate fuel oil, biogas, and natural gas,
by design.
4.0 LIMIT |Minn. R. 7005 0100, subp. 35a Sulfur Content of Fuel: less than or equal to 0.5 percent by weight for distillate oil

The sulfur content of the fuel oil used is tracked under the requirements of EU001.
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NC/ Type Citation Requirement
CA
1.0 LIMIT |Minn R 7011.0515, subp. 1 Total Particulate Matter: less than or equal to 0.40 Ibs/million Btu heat input The
potential to emit from the unit 1s 0 024 Ib/MMBtu due to equipment design and
allowable fuels
2.0 LIMIT |[Minn. R. 7011.0515, subp 2 Opacity: less than or equal to 20 percent opacity except for one six-minute period
per hour of not more than 60 percent opacity.
3.0 CD Minn. R. 7005.0100, subp. 35a Allowed Fuels: Fuels used are limited to distillate fuel oil, biogas, and natural gas,
. ; by design. ) -
4.0 LIMIT {Minn. R. 7005.0100, subp 35a Sulfur Content of Fuel: less than or equal to 0 § percent by weight for distillate oil.
The sulfur content of the fuel oil used 1s tracked under the requirements of EU001.
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Facility Name:

Permit Number:

Subject Item:

Associated Items:

CE 002 Spray Tower
EU 006 Chopped & Formed Fryers (Line 3)
EU 010 Chopped& Formed Line 4
GP 002 Fryers

NC/ Type Citation Requirement
CA

1.0 CcD Title | Condition: To avoid The Permittee shall operate and maintain the scrubber (CE002) at any time that
classification as a major source the process equipment controlled by the scrubber (EU006 and EUQ10) is in
under 40 CFR Section 52.21 and | operation. The Permittee shall document periods of non-operation of the control
Minn. R 7007.3000 equipment. . ’

2.0 CD Minn. R. 7007.0800, subp. 14 The Permittee shall operate and maintain the scrubber in accordance with the

Operation and Maintenance (O & M) Plan. The Permittee shall keep copies of the
¢ O & M Plan available for use by staff and MPCA staff.

3.0 LIMIT |Title | Condition: To avoid Water pressure: greater than or equal to 16 psi (gauge) and less than or equal to
classification as a major source 24 psi (gauge) , unless a new range Is set pursuant to Minn R .7017.2025, subp
under 40 CFR Section 52.21 and | 3, based on the values recorded during the most recent MPCA-approved
Minn R. 7007.3000 performance test where compliance was demonstrated. The new range shall be

: implemented upon receipt of the Notice of Compliance letter granting preliminary
approval. The range is final upon i1ssuance of a permit amendment incorporating
the change.

4.0 LIMIT |Title | Condition. To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall contro! efficiency for Total Particulate Matter. greater than or
under 40 CFR Section 52.21 and | equal to 51 percent control efficiency
Minn R 7007.3000

5.0 LIMIT |Title | Condition: To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall capture and control efficiency for PM < 10 micron: greater than
under 40 CFR Section 52.21 and | or equal to 51 percent
Minn R 7007.3000

6.0 LIMIT |Title 1 Condition To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall capture and control efficiency for PM < 2.5 micron: greater
under 40 CFR Section 52.21 and |than or equal to 51 percent control efficiency
Minn. R. 7007.3000 .

7.0 CcD hdr MONITORING AND RECORDKEEPING -

8.0 CD Title | Condition: To avoid Daily Inspections' The Permittee shall do the following, once every 24 hours: Read
classification as a major source and record the water supply pressure.
under 40 CFR Section 52 21 and
Minn. R 7007.3000; Minn. R
7007 0800, subps 4 and 5

9.0 CcD Title | Condition. To avoid Recordkeeping of Water Supply Pressure: The Permittee shall record the time
classification as a major source and date of each water supply pressure reading, and whether or not the observed
under 40 CFR Section 52.21 and | value was within the range specified in this permit Recorded values outside the
Minn R. 7007.3000; Minn. R. range specified in this permit are considered Deviations as defined by Minn. R.
7007 0800, subps. 4 and 5 7007.0100, subp. 8a. } i

10.0 CD Minn. R. 7007 0800, subps. 4, 5 | Periodic Inspections' At least once per calendar quarter, or more frequently as
and 14 required by the manufacturing specifications, the Permittee shall inspect the

control equipment components. The Permittee shall maintain a written record of
these inspections.
11.0 cD Minn. R 7007 0800, subps 4, 5, |Corrective Actions' The Permittee shall take corrective action as soon as possible
and 14 if any of the following occur:
- the recorded water pressure is outside the requifed operating range; or

4 .
- the wet scrubber or any of its components are found during the inspections to
need repair. .
Corrective actions shall return the water pressure to within the permitted range
and/or include completion of necessary repairs identified during the inspection, as
applicable. Corrective actions include, but are not limited to, those outlined in the O
& M Pian The Permittee shall keep a record of the type and date of any corrective
action taken.

120 CD Minn. R 7007 0800, subp. 4 Monitoring Equipment: The Permittee shall install and maintain the necessary

’ monitoring equipment for measuring and recording water supply pressure as
required by this permit. The monitoring equipment must be installed, in use, and
properly maintained when the monitored scrubber is in operation.
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NC/ Type Citation Requirement
CA

1.0 CcD Title § Condition: To avoid The Permittee shall operate and maintain the scrubber (CE003) at any time that
classification as a major source the process equipment conirolled by the scrubber (EU009) 1s in operation. The
under 40 CFR Section 52.21 and | Permittee shall document periods of non-operation of the control equipment.
Minn. R. 7007.3000

20 CcD Minn. R. 7007.0800, subp 14 The Permittee shall operate and maintain the scrubber in accordance with the

Operation and Maintenance (O & M) Plan The Permittee shall keep copies of the
O & M Plan available for use by staff and MPCA staff.

3.0 LIMIT |Title 1 Condition" To avoid Water pressure: greater than or equal to 18 psi (gauge) and less than or equai to
classification as a major source 35 psi (gauge) , unless a new range is set pursuant to Minn. R. 7017.2025, subp.
under 40 CFR Section 52.21 and | 3, based on the values recorded during the most recent MPCA-approved
Minn R 7007.3000 performance test where compliance was demonstrated. The new range shall be

implemented upon receipt of the Notice of Compliance letter granting preliminary
approval. The range is final upon issuance of a permit amendment incorporating
the change.

4.0 LIMIT | Title | Condition: To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall control efficiency for Total Particulate Matter- greater than or
under 40 CFR Section 52.21 and | equal to 68 percent control efficiency
Minn. R. 7007.3000

50 LIMIT |Title | Condition: To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall capture and control efficiency for PM < 10 micron' greater than
under 40 CFR Section 52.21 and | or equal to 68 percent
Minn. R. 7007.3000

60 LIMIT |[Title | Condition: To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall capture and control efficiency for PM < 2.5 micron: greater
under 40 CFR Section 52.21 and |than or equal to 68 percent control efficiency
Minn. R. 7007.3000

7.0 CcD hdr MONITORING AND RECORDKEEPING

80 CD Title | Condition: To avoid Daily Inspections: The Permittee shall do the following, once every 24 hours- Read
classification as a major source and record the water supply pressure
under 40 CFR Section 52 21 and
Minn. R. 7007.3000, 40 CFR
Section 64.3; Minn. R. 7017 0200

9.0 CD Title | Condition: To avoid Recordkeeping of Water Supply Pressure. The Permittee shall record the time
classification as a major source and date of each water supply pressure reading, and whether or not the observed
under 40 CFR Section 52.21 and | value was within the range specified in this permit. Recorded values outside the
Minn R. 7007.3000; 40 CFR range specified In this permit are considered Deviations as defined by Minn. R.
Section 64.3; Minn. R. 7017 0200 | 7007.0100, subp. 8a.

100 CcD 40 CFR Section 64.3; Minn R Periodic Inspections. At least once per calendar quarter, or more frequently as
7017.0200 required by the manufacturing specifications, the Permittee shall inspect the

control equipment components The Permittee shall maintain a written record of
these inspections.

11.0 CD 40 CFR Section 64.7(d); Minn. R. | Corrective Actions' The Permittee shall take corrective action as soon as possible
7017.0200 if any of the following occur

- the recorded water pressure is outside the required operating range, or

- - the wet scrubber or any of its components are found during the inspections to
need repair.
Corrective actions shali return the water pressure to within the permitted range
and/or include completion of necessary repairs identified during the inspection, as
applicable. Corrective actions include, but are not limited to, those outlined in the O
& M Plan The Permittee shall keep a record of the type and date of any corrective
action taken.

120 CD 40 CFR Section 64.7(b); Minn. R. | Monitoring Equipment: The Permittee shall install and maintain the necessary
7017.0200 monitoring equipment for measuring and recording water supply pressure as

required by this permit. The monitoring equipment must be installed, in use, and
properly maintained when the monitored scrubber is in operation.
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13.0

CD

40 CFR Section 64.3, Minn. R
7017 0200

The Permittee shall calibrate the gauges at least once every 12 months and shall
maintain a written record.of any action resulting from the calibration.

14.0

CD

40 CFR Section 64.7(e), Minn. R.

7017.0200

Documentation of Need for Improved Monitoring. If the Permittee fails to achieve
compliance with an emission limitation or standard for which the monitoring did not
provide an indication of an excursion or exceedance while providing valid data, or
the results of compliance or performance testing document a need to modify the
existing pressure drop range, the Permittee shall promptly notify the MPCA and, if
necessary, submit a permit amendment application to address the necessary
monitoring change. .

15.0

CD

40 CFR Section 64.9(a)(2); Minn.

R 7017.0200

As required by 40 CFR Section 64.9(a)(2), for the Semi-Annual Deviations Report
Iisted in Table B of this permit and/or the Notification of Deviations Endangering
Human Health and the Environment listed earlier in Table A of this permit, as
applicable, the Permittee shall include the following related to the monitoring
identified as required by 40 CFR pt. 64: 1) Summary information on the number,
duration, and cause of excursions or exceedances, as applicable, and the
corrective action taken; and 2) Summary information on the number, duration, and
cause for monitor downtime incidents ‘

16.0

CD

40 CFR Section 64.9(b); Minn. R.

7017 0200

The Permittee shall maintain records of monitoring data, monitor performance
data, corrective actions taken, and other supporting information required to be
maintained. The Permittee may maintain records on alternative media, such as
microfilm, computer files, magnetic tape disks, or microfiche, provided that the use
of such alternative media allows for expeditious inspection and review, and does
not conflict with other applicable recordkeeping requirements.

17.0

CD

Minn. R. 7007.0800, subp. 4, 5,
and 14

Annual Hood Evaluation: The Permittee shall measure and record at least once
every 12 months the fan rotation speed, fan power draw, or face velocity of each
hood, or other comparable air flow indication method. The Permittee shall
maintain a copy of the annual evaluation on site
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Facility Name:

Permit Number:

Subject item: CE 004 Spray Tower

Associated Items:

EU 005 Potato Frying (Line 2)
GP 002 Fryers

NC/ Type Citation Requirement
CA .

1.0 CD Title | Condition: To avoid The Permittee shall operate and maintain the scrubber (CEQ04) at any time that
classification as a major source the process equipment controlled by the scrubber (EU0O5) is in operation. The
under 40 CFR Section 52.21 and | Permittee shall document periods of non-operation of the control equipment.
Minn. R. 7007.3000

2.0 CcD Minn. R 7007.0800, subp. 14 The Permittee shall operate and maintain the scrubber in accordance with the

Operation and Maintenance (O & M) Plan. The Permittee shall keep copies of the
) O & M Plan available for use by staff and MPCA staff.

3.0 LIMIT |[Title | Condition- To avoid Water pressure: greater than or equal to 18 psi (gauge) and less than or equal to
classification as a major source 22 psi (gauge) , unless a new range is set pursuant to Minn. R. 7017.2025, subp.
under 40 CFR Section 52.21 and |3, based on the values recorded during the most recent MPCA-approved
Minn. R. 7007.3000 performance test where compliance was demonstrated. The new range shall be

implemented upon receipt of the Notice of Compliance letter granting preliminary
approval. The range is final upon issuance of a permit amendment incorporating
the change.

40 LIMIT |Title | Condition: To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall control efficiency for Total Particulate Matter' greater than or
under 40 CFR Section 52.21 and | equal to 68 percent control efficiency
Minn. R. 7007.3000

5.0 LIMIT |Title | Condition. To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall capture and control efficiency for PM < 10 micron' greater than
under 40 CFR Section 52 21 and | or equal to 68 percent
Minn R. 7007.3000

6.0 LIMIT [Title | Condition* To avoid The Permittee shall operate and maintain the control equipment such that it
classification as a major source achieves an overall capture and control efficiency for PM < 2.5 micron: greater
under 40 CFR Section 52 21 and |than or-equal to 68 percent control efficiency
Minn. R. 7007 3000

7.0 CD hdr MONITORING AND RECORDKEEPING

8.0 CD Title 1 Condition* To avoid Daily Inspections: The Permittee shall do the following, once every 24 hours: Read
classification as a major source and record the water supply pressure.
under 40 CFR Section 52.21 and
Minn. R. 7007 3000; 40 CFR
Section 64 3; Minn. R. 7017.0200 .

9.0 CD Title | Condition: To avoid Recordkeeping of Water Supply Pressure’ The Permittee shall record the time
classification as a major source and date of each water supply pressure reading, and whether or not the observed
under 40 CFR Section 52 21 and | value was within the range specified in this permit Recorded values outside the
Minn. R. 7007.3000; 40 CFR range specified in this permit are considered Deviations as defined by Minn R
Section 64.3; Minn. R. 7017.0200 | 7007.0100, subp. 8a

100 CD 40 CFR Section 64 3; Minn. R. Periodic Inspections. At least once per calendar quarter, or more frequently as
7017.0200 required by the manufacturing specifications, the Permittee shall inspect the
M control equipment components. The Permittee shall maintain a written record of
these inspections.
11.0 CD 40 CFR Section 64.7(d); Minn. R. | Corrective Actions: The Permittee shall take corrective action as soon as possible
7017.0200 if any of the following occur:
- the recorded water pressure I1s outside the required operating range; or
- the wet scrubber or any of its components are found during the inspections to
need repair.
Corrective actions shall return.the water pressure to within the permitted range
and/or include completion of necessary repairs identified during the inspection, as
applicable. Corrective actions include, but are not limited to, those outlined in the O
& M Plan. The Permittee shall keep a record of the type and date of any corrective
action taken.
12.0 CD 40 CFR Section 64.7(b), Minn. R. | Monitoring Equipment. The Permittee shall install and maintain the necessary
7017.0200 monitoring equipment for measuring and recording water supply pressure as
required by this permit. The monitoring equipment must be installed, in use, and
properly maintained when the monitored scrubber Is in operation.
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13.0

CD

40 CFR Section 64.3; Minn. R
7017.0200

The Permittee shall calibrate the gauges at least once every 12 months and shall
maintain a written record of any action resulting from the calibration.

14.0

CD

40 CFR Section 64.7(e); Minn. R
7017 0200

Documentation of Need for Improved Monitoring' If the Permittee fails to achieve
compliance with an emission limitation or standard for which the monitoring did not
provide an indication of an excursion or exceedance while providing valid data, or
the results of compliance or performance testing document a need to modify the
existing pressure drop range, the Permittee shall promptly notify the MPCA and, if
necessary, submit a permit amendment application to address the necessary
monitoring change.

15.0

cb

40 CFR Section 64.9(a)(2), Minn
R. 7017.0200 )

As required by 40 CFR Section 64 9(a)(2), for the Semi-Annual Deviations Report
listed in Table B of this permit and/or the Notification of Deviations Endangering
Human Health and the Environment hsted earlier in Table A of this permit, as
applicable, the Permittee shall include the following related to the monitoring
identified as required by 40 CFR pt. 64. 1) Summary information on the number,
duration, and cause of excursions or exceedances, as applicable, and the
corrective action taken; and 2) Summary information on the number, duration, and
cause for monitor downtime incidents.

16.0

CcD

40 CFR Section 64 9(b), Minn R
7017.0200

The Permittee shall maintain records of monitoring data, monitor performance
data, corrective actions taken, and other supporting information required to be
maintained. The Permittee may maintain records on alternative media, such as
microfilm, computer files, magnetic tape disks, or microfiche, provided that the use
of such alternative media allows for expeditious inspection and review, and does
not conflict with other applicable recordkeeping requirements.

17.0

CD

Minn R 7007.0800, subp. 4, 5,
and 14

Annual Hood Evaluation: The Permittee shail measure and record at least once
every 12 months the fan rotation speed, fan power draw, or face velocity of each
hood, or other comparable air flow indication method. The Permittee shall

maintain a copy of the annual evaluation on site.
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MR 001 Nebraska Boiler Opacity Monitor
CM 001 Nebraska Boiler: 20% Opacity, EU001, 6-min ave.
EU 001 Nebraska Boiler

NC/
CA

Type

Citation

Requirement

1.0

CD

Minn R. 7017.1090, subp. 1; 40
CFR Section 60.13(e)

Continuous Operation® COMS must be operated and data recorded during all
periods of emission unit operation including periods of emission unit start-up,
shutdown, or malfunction except for-periods of acceptable monitor downtime This
requirement applies whether or not a numerical emission limit applies during these
periods, A COMS must not be bypassed except in emergencies where failure to
bypass would endanger human health, safety, or plant equipment

Acceptable monitor downtime includes reasonable periods as listed in Iltems A, B,
C and D of Minn. R. 7017.1090, subp. 2.

20

CcD

Minn. R 7017.1200, subp. 1, 2 &
3, 40 CFR Section 60.13(e)(1);
40 CFR Section 60.13(h)

Monitoring Data* All COMS data must be reduced to six-minute averages. A six
minute average is valid only if it contains data from at least five minutes within the
averaging period. COMS data shall be reduced and calculated as outlined in Minn

‘| R. 7017 1200, subp. 3.

3.0

CD

Minn. R. 7017.1210, subp. 1

QA Plan: Develop and implement a written quality assurance plan which covers
the COMS The plan shall be on site and available for inspection. The plan shall
contain the written procedures listed in Minn R 7017 1210, subp 1. The plan shall
include the manufacturer's spare parts list for the COMS and require that those
parts be kept at the facility uniess the Commissioner gives written approval to
exclude specific spare parts from the list.

4.0

CD

40 CFR Section 60.13(a); Minn.
R. 7017.1210

COMS QA/QC: The owner or operator of an affected facility is subject to the
performance specifications listed in 40 CFR pt. 60, Appendix B and shall operate,
calibrate, and maintain each COMS according to the QA/QC procedures in Minn.
R. 7017.1210. :

5.0

CD

Minn. R 7017.1210, subp. 2, 40
CFR Section 60.13(d)(l) regarding
COMS and 60 13(d)(2)

COMS Daily Calibration Drift Test The Calibration Drift shall be quantified and
recorded at zero (low-level) and upscale (high-level) calibration drift at least once
daily according to the procedures listed in 40 CFR Section 60.13(d)(2) and Part 60,
Appendix B, PS-1.

The zero and upscale calibration levels must be determined using the span value
specified in the applicable requirement. If the applicable requirement does not
specify a span value, a span value of 60, 70, or 80 percent opacity must be used
unless an alternative span value is approved by the Commissioner 40 CFR Part
60, Appendix F, shall be used to determine out-of-control periods for COMS.

6.0

CD

Minn. R. 7017 1210, subp 4

COMS Attenuator Calibration: The Permittee shall semiannually have an
independent testing company conduct calibrations of each of the neutral density
filters used in the calibration error audit according to the procedure in 40 CFR Part
60, Appendix B.

7.0

CD

Minn R 7017 1210, subp. 3

COMS Calibration Error Audit. due before end of each calendar half-year following
Permit Issuance Audits are to be at least three months apart but no more than
eight months apart except that a calibration error audit need not be conducted
during any semiannual period in which the emission unit operated less than 24
hours. The calibration error audit shall be conducted according to the procedures
in 40 CFR Part 60, Appendix B, Performance Specification No. 1.

8.0

S/A

Minn. R 7017.1220

COMS Audit Results Summary: due 30 days after end of each calendar quarter
following permit issuance in which a Calibration Error Audit was conducted.

90

CcD

Minn R 7017 1130

Recordkeeping. The owner or operator must retain records of all COMS
monitoring data and support information for a period of five years from the.date of
the monitoring sample, measurement or report Records shall be kept at the
source.
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CM 002 Nebraska Boiler: 0.10 Ibs NOx/mmBtu, EU001,.30 DRA

NC/ Type Citation Requirement
CA . '

1.0 CD 40 CFR Section 60 13(e)(2) CEMS Monitor Design: Each CEMS shall be designed to complete a minimum of

one cycle of sampling, analyzing, and data recording in each 15-minute period.

2.0 CD 40 CFR Section 60 13(e), Minn. | Continuous Operation: CEMS must be operated and data recorded during all
R. 7017 1090, subp 1, 40 CFR periods of operation of EU001, including periods of emission unit start-up,

Section 60.48b(b)(c), Minn R. shutdown, or malfunction, except for periods of acceptable monitor downtime. This
7011.0565 requirement applies whether or not a numerical emission imit applies during these
- periods. A CEMS must not be bypassed except in emergencies where failure to
bypass would endanger human health, safety, or plant equipment.

3.0 CD Minn. R. 7017.1170, subp. 2; 40 | QA Plan: Develop and implement a written quality assurance plan that covers
CFR pt 60, App. F; section 3 each CEMS. The plan shall be on site and available for inspection within 30 days

after monitor certification. The plan shall contain all of the information required by
40 CFR pt. 60, Appendix F, Section 3. The plan shall include the manufacturer's
spare parts list for the CEMS and require that those parts be kept at the facility
unless the Commissioner gives written approval to exclude specific spare parts
from the list.

40 CcD 40 CFR pt 60, Appendix F; 40 CEMS QA/QC: The owner or operator of an affected facility is subject to the
CFR Section 60 13(a) performance specifications listed in 40 CFR pt 60, Appendix B and shall operate,

calibrate, and maintain each CEMS according to the QA/QC procedures in 40 CFR
pt 60, Appendix F as amended and maintain a written QA/QC program available in
a form suitable for inspection.

5.0 CcD 40 CFR pt 60, Appendix F, CEMS Daily Calibration Drift Test: Check the zero (low level value between 0 and
section 4.1; 40 CFR Section 20 percent of span value) and span (50 to 100 percent of span value) calibration
60.13(d)(1) regarding CEMS,; drifts at least once daily. The zero and span must, at a minimum, be adjusted

¢ Minn. R. 7017 1170, subp. 3 whenever the dnift exceeds two times the limit specified 1n 40 CFR pt. 60, Appendix
B. 40 CFR pt. 60, Appendix F shall be used to determine out-of-control periods for
CEMS.

60 CD 40 CFR pt. 60, Appendix F, Cylinder Gas Audit (CGA): due before end of each three out of four calendar
section 5.1 2; Minn. R. 7017.1170, | quarters following Permit Issuances but no more than three quarters in succession.
subp. 4 A CGA is not required during any calendar quarter in WhICh a RATA was

performed

7.0 S/A Minn. R 7017.1180, subp.1 Cylinder Gas Audit (CGA) Results Summary. due 30 days after end of each

calendar quarter foliowing permit issuance in which a CGA was conducted.
8.0 CD - [40 CFR pt. 60, Appendix F, CEMS Relative Accuracy Test Audif (RATA) due before end of every one out of
section 5 1.1; Minn. R. 7017.1170, | four calendar quarters following Permit Issuance.
subp. 5
9.0 cD" Minn. R. 7017 1180, subp. 2 Relative Accuracy Test Audit (RATA) Notification due 30 days before CEMS
Relative Accuracy Test Audit (RATA))

10.0 S/IA Minn. R 7017.1180, subp 3 Relative Accuracy Test Audit (RATA) Results Summary' due before end of each
calendar year following permit issuance if a RATA 1s completed. The Results
Summary 1s due 30 days after the end of the calendar quarter in which the RATA
was complete.

11.0 CD Minn R.7017.1130, 40 CFR Recordkeeping. The owner or opérator must retain records of all CEMS
Section 60.7(f) monitoring data and support information for a period of five years from the date of

the monitoring sample, measurement or report. Records shall be kept at the
source.
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CM 002 Nebraska Boiler: 0.10 Ibs NOx/mmBtu, EU001, 30 DRA
EU 001 Nebraska Boller

Section 60 7(f)

NC/ Type Citation Requirement
CA :
10 CD 40 CFR Section 60.13(e)(2) CEMS Monitor Design: Each CEMS shall be designed to complete a minimum of
) . one cycle of sampling, analyzing, and data recording in each 15-minute period.

2.0 CD 40 CFR Section 60.13(e), Minn. Continuous Operation” CEMS must be operated and data recorded during all

R. 7017.1090, subp 1; 40 CFR periods of operation of EU001, including periods of emission unit start-up,
Section 60.48b(b)(c); Minn. R. shutdown, or malfunction, except for periods of acceptable monitor downtime. This
7011.0565 ' requirement applies whether or not a numerical emission limit applies during these
p periods. A CEMS must not be bypassed except in emergencies where failure to
bypass would endanger human health, safety, or plant equipment.

3.0 Cb 40 CFR Section 60.13(h) Monitoring Data: Reduce all NOX data to 1-hour averages, in accordance with 40

) regarding continuous monitoring | CFR Section 60.13(h). 1-hour averages shall be computed from four or more data
systems other than COMS. points equally spaced over each 1-hour period

4.0 CD 40 CFR Section 60 48b(b)(d), The 1-hour average NOX emission rates measured by the CEMS shall be
Minn. R 7011 0565 expressed in Ib/MMBtu heat input and shall be used to calclate the average

emissin rates under 40 CFR Section 60 44b The 1-hour averages shalt be
) calculated using the data points required under 40 CFR Section 60.13(h)(2).
5.0 CD Minn. R. 7017.1170, subp. 2, 40 | QA Plan: Develop and implement a written quality assurance plan that covers
"|CFR pt 60, App. F, section 3 each CEMS. The plan shall be on site and available for inspection within 30 days
after monitor certification. The plan shall contain all of the information required by
40 CFR pt. 60, Appendix F, Section 3. The plan shall include the manufacturer's
spare parts list for the CEMS and require that those parts be kept at the facility
unless the Commissioner gives written approval to exclude specific spare parts
. from the list.

60 CcD 40 CFR pt. 60, Appendix F; 40 CEMS QA/QC: The owner or operator of an affected facility is subject to the

CFR Section 60.13(a) ‘| performance specifications listed in 40 CFR pt. 60, Appendix B and shall operate,
calibrate, and maintain each CEMS according to the QA/QC procedures in 40 CFR
pt. 60, Appendix F as amended and maintain a written QA/QC program available in
a form suitable for inspection.

7.0 CcD 40 CFR pt 60, Appendix F, CEMS Daily Calibration Drift Test Check the zero (low level value between 0 and
section 4.1, 40 CFR Section 20 percent of span value) and span (50 to 100 percent of span value) calibration
60.13(d)(1) regarding CEMS; drifts at least once daily. The zero and span must, at a minimum, be adjusted
Minn. R 7017.1170, subp. 3 whenever the drift exceeds two times the limit specified in 40 CFR pt. 60, Appendix

- B. 40 CFR pt. 60, Appendix F shall be used to determine out-of-contro! periods for
CEMS.

8.0 CcD’ 40 CFR Section 60.48b(e)(2) and | The NOX span value shall be 500 ppm, rounded to the nearest 500 ppm As an

(3); Minn. R. 7011.0565 alternative, the Permittee may elect to use the NOX span values determined
according to section 2.1.2 in Appendix A to Part 75, rounded according to that
section

9.0 CD 40 CFR pt 60, Appendix F, Cylinder Gas Audit (CGA): due before end of each three out of four calendar
section 5.1.2, Minn. R. 7017.1170, | quarters following Permit Issuances but no more than three quarters in succession.
subp. 4 A CGA 1s not required during any calendar quarter in which a RATA was

performed.

10.0 S/A Minn. R 7017.1180, subp.1 Cylinder Gas Audit (CGA) Results Summary: due 30 days after end of each

calendar quarter following permit issuance in which a CGA was conducted.
11.0 CD 40 CFR pt. 60,-Appendix F, CEMS Relative Accuracy Test Audit (RATA): due before end of every one out of
section 5.1.1; Minn. R. 7017.1170, | four calendar quarters following Permit issuance.
subp 5 ' .
12.0 CD Minn. R. 7017.1180, subp. 2 Relative Accuracy Test Audit (RATA) Notification' due 30 days before CEMS
Relative Accuracy Test Audit (RATA)) .

130 S/A Minn. R. 7017.1180, subp. 3 Relative Accuracy Test Audit (RATA) Results Summary: due before end of each
calendar year following permit issuance if a RATA is completed. The Results '
Summary is due 30 days after the end of the calendar quarter in which the RATA
was complete.

14.0 CcD Minn. R. 7017 1130; 40 CFR Recordkeeping. The owner or operator must retain records of all CEMS

monitoring data and support information for a period of five years from the date of
the monitoring sample, measurement or report. Records shall be kept at the
source.




3. MPCA’s Assessment of Application and Additional Points



MPCA’s Assessment of Application and Additional Points

1) AQ Facility ID No.:

05700006

Total Points

2) Facility Name:

Lamb Weston/RDO Frozen

3) Small business? y/n? n
4) DQ Numbers (including all rolled) : 3746
5) Date of each Application Received: 11/16/2011 ,
6) Final Permit No. 05700006-004
7) Permit Staff Steve Gorg
8) "Work completed" in which .xls file (i.e. unit 2b, unit 1a, biofuels)? NA
! Total

Application Type DQ No. Qty. | Points Points Details
Administrative Amendment -1 0
Minor Amendment 4 0
Applicability Request 10 0
Moderate Amendment 15 0 ’
Major Amendment 25 0
Individual State Permit (not reissuance) 50 0
Individual Part 70 Permit (not reissuance) 75 0
Additional Points
Modeling Review 15 0
BACT Review 15 0
LAER Review 15 0
CAIR/Part 75 CEM analysis 10 0
NSPS Review © 10 0
NESHAP Review _ 10 0
Case-by-case MACT Review 20 0
Netting 10 0
Limits to remain below threshold 10 0
Plantwide Applicability Limit (PAL) 20 0
AERA review 15 0
Variance request under 7000.7000 35 .0
Confidentiality request under 7000.1300 2 0
EAW review
Part 4410.4300, subparts 18, item A; and 29 15 0
Part 4410.4300, subparts 8, items A & B; 10, items 35 0
AtoC; 16, items A& D; 17, tems AtoC& Eto G
and 18, items B & C
Part 4410.4300, subparts 4; 5 items A & B 13; 15; 70 0
16, tems B & C; and 17 item D N

Add'l Points 0
NOTES:






