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Subject Item: Total Facility

NC/
CA

Type Citation Requirement

 CD 40 CFR Sections 63.9982(a)(1),
63.9984(b), & 63.10042

40 CFR Part 63, Subpart UUUUU National Emission Standards for Hazardous Air
Pollutants: Coal- and Oil-Fired Electric Utility Steam Generating Units:

EU 001, EU 002, EU 003, and EU 004 are coal-fired electric utility steam
generating units in the 'units designed for coal > 8,300 Btu/lb' subcategory as
defined at 40 CFR Section 63.10042 that comprise an existing affected source
under 40 CFR Section 63.9982(a)(1).

The Permittee shall meet the pt. 63, subp. UUUUU requirements for EU 001, EU
002, and EU 003 no later than April 16, 2015. The Permittee shall meet the pt. 63,
subp. UUUUU requirements for EU 004 by April 16, 2016 for EU 004 as authorized
in the January 28, 2013 compliance date extension approval letter issued to the
Permittee by the MPCA.

1.0

 CD 40 CFR Sections 63.9984(f),
63.9991, 63.10000, 63.10005, &
63.10006

The Permittee must comply with the emission limitations, work practice standards,
and operating limits in 40 CFR Section 63.9991 and that are applicable to existing
coal-fired unit not low rank virgin coal as defined in Section 63.10042.

The Permittee must comply with  the general requirements and deadlines in 40
CFR Section 63.10000 and that are applicable to existing coal-fired unit not low
rank virgin coal.

The Permittee must comply with  the initial compliance requirements and
deadlines in 40 CFR Sections 63.9984(f) and 63.10005 and that are applicable to
existing coal-fired unit not low rank virgin coal.

The Permittee must comply with the subsequent performance tests or tune-ups
and deadlines in 40 CFR Section 63.10006 and that are applicable to existing
coal-fired unit not low rank virgin coal.

2.0

 CD hdr DETERMINING IF A PROJECT/MODIFICATION IS SUBJECT TO NEW SOURCE
REVIEW

3.0

 CD Title I Condition: 40 CFR Section
52.21(r)(6); Minn. R. 7007.3000;
Minn. R. 7007.0800, subp. 2

These requirements apply if a reasonable possibility (RP) as defined in 40 CFR
Section 52.21(r)(6)(vi) exists that a proposed project, analyzed using the
actual-to-projected-actual (ATPA) test (either by itself or as part of the hybrid test
at Section 52.21(a)(2)(iv)(f)) and found to not be part of a major modification, may
result in a significant emissions increase (SEI). If the ATPA test is not used for the
project, or if there is no RP that the proposed project could result in a SEI, these
requirements do not apply to that project. The Permittee is only subject to the
Preconstruction Documentation requirement for a project where a RP occurs only
within the meaning of Section 52.21(r)(6)(vi)(b).

Even though a particular modification is not subject to New Source Review (NSR),
or where there isn't a RP that a proposed project could result in a SEI, a permit
amendment, recordkeeping, or notification may still be required by Minn. R.
7007.1150 - 7007.1500.

4.0

 CD Title I Condition: 40 CFR Section
52.21(r)(6); Minn. R. 7007.3000;
Minn. R. 7007.1200, subp. 4;
Minn. R. 7007.0800, subps. 4 & 5

Preconstruction Documentation -- Before beginning actual construction on a
project, the Permittee shall document the following:

1.  Project description
2.  Identification of any emission unit (EU) whose emissions of an NSR pollutant
could be affected
3.  Pre-change potential emissions of any affected existing EU, and the projected
post-change potential emissions of any affected existing or new EU.
4.  A description of the applicability test used to determine that the project is not a
major modification for any regulated NSR pollutant, including the baseline actual
emissions, the projected actual emissions, the amount of emissions excluded due
to increases not associated with the modification and that the EU could have
accommodated during the baseline period, an explanation of why the amounts
were excluded, and any creditable contemporaneous increases and decreases that
were considered in the determination.

The Permittee shall maintain records of this documentation.

5.0
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 CD Title I Condition: 40 CFR Section
52.21(r)(6); Minn. R. 7007.3000;
Minn. R. 7007.0800, subps. 4 & 5

The Permittee shall monitor the actual emissions of any regulated NSR pollutant
that could increase as a result of the project and that were analyzed using the
ATPA test, and the potential emissions of any regulated NSR pollutant that could
increase as a result of the project and that were analyzed using potential
emissions in the hybrid test. The Permittee shall calculate and maintain a record of
the sum of the actual and potential (if the hybrid test was used in the analysis)
emissions of the regulated pollutant, in tons per year on a calendar year basis, for
a period of 5 years following resumption of regular operations after the change, or
for a period of 10 years following resumption of regular operations after the change
if the project increases the design capacity of or potential to emit of any unit
associated with the project.

6.0

 CD Title I Condition: 40 CFR Section
52.21(r)(6)(ii) and Minn. R.
7007.3000; Minn. R. 7007.0800,
subp. 4 & 5

Before beginning actual construction of any project which includes any electric
utility steam generating unit (EUSGU), the Permittee shall submit a copy of the
preconstruction documentation (items 1-4 under Preconstruction Documentation,
above) to the Agency.

7.0

 CD Title I Condition: 40 CFR Section
52.21(r)(6) and Minn. R.
7007.3000; Minn. R. 7007.0800,
subp. 4 & 5

For any project which includes any EUSGU, the Permittee must submit an annual
report to the Agency, within 60 days after the end of the calendar year. The report
shall contain:

a.  The name and ID number of the facility, and the name and telephone number of
the facility contact person
b.  The quantified annual emissions analyzed using the ATPA test, plus the
potential emissions associated with the same project analyzed as part of a hybrid
test.
c.  Any other information, such as an explanation as to why the summed emissions
differ from the preconstruction projection, if that is the case.

8.0

 CD Title I Condition: 40 CFR Section
52.21(r)(6) and Minn. R.
7007.3000; Minn. R. 7007.0800,
subp. 4 & 5

For any project which does not include any EUSGU, the Permittee must submit a
report to the Agency if the annual summed (actual, plus potential used in hybrid
test) emissions differ from the preconstruction projection and exceed the baseline
actual emissions by a significant amount as listed at 40 CFR Section 52.21(b)(23).
Such report shall be submitted to the Agency within 60 days after the end of the
year in which the exceedances occur. The report shall contain:

a.  The name and ID number of the facility, and the name and telephone number of
the facility contact person
b.  The annual emissions (actual, plus potential if any part of the project was
analyzed using the hybrid test) for each pollutant for which the preconstruction
projection and significant emissions rate is exceeded.
c.  Any other information, such as an explanation as to why the summed emissions
differ from the preconstruction projection.

9.0

 CD hdr OPERATIONAL REQUIREMENTS10.0

 CD Minn. R. 7007.0800, subp. 2 Permit Appendices: This permit contains appendices as listed in the permit Table
of Contents. The Permittee shall comply with all requirements contained in
Appendices A and C.

Notwithstanding the previous paragraph, modeling parameters in Appendces B-1
and B-2 are included for reference only and compliance with these parameters is
achieved through meeting the requirement(s) under the header 'DISPERSION
MODELING REQUIREMENTS' listed on pages A-4 and A-5 in the total facility
section of table A of this permit.

11.0

 CD Minn. Stat. Section 116.07, subds.
4a & 9; Minn. R. 7007.0100, subp.
7(A), 7(L), & 7(M); Minn. R.
7007.0800, subps. 1, 2 & 4; Minn.
R. 7009.0010-7009.0080

The Permittee shall comply with National Primary and Secondary Ambient Air
Quality Standards, 40 CFR pt. 50, and the Minnesota Ambient Air Quality
Standards, Minn. R. 7009.0010 to 7009.0080. Compliance shall be demonstrated
upon written request by the MPCA.

12.0

 CD Minn. R. 7011.0020 Circumvention: Do not install or use a device or means that conceals or dilutes
emissions, which would otherwise violate a federal or state air pollution control
rule, without reducing the total amount of pollutant emitted.

13.0

 CD Minn. R. 7007.0800, subp. 2;
Minn. R. 7007.0800, subp. 16(J)

Air Pollution Control Equipment: Operate all pollution control equipment whenever
the corresponding process equipment and emission units are operated.

14.0
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 CD Minn. R. 7007.0800, subp. 14 and
Minn. R. 7007.0800, subp. 16(J)

Operation and Maintenance Plan:  Retain at the stationary source an operation
and maintenance plan for all air pollution control equipment. At a minimum, the O
& M plan shall identify all air pollution control equipment and control practices and
shall include a preventative maintenance program for the equipment and practices,
a description of (the minimum but not necessarily the only) corrective actions to be
taken to restore the equipment and practices to proper operation to meet
applicable permit conditions, a description of the employee training program for
proper operation and maintenance of the control equipment and practices, and the
records kept to demonstrate plan implementation.

15.0

 CD Minn. R. 7011.0150 Fugitive Emissions: Do not cause or permit the handling, use, transporting, or
storage of any material in a manner which may allow avoidable amounts of
particulate matter to become airborne. Comply with all other requirements listed in
Minn. R. 7011.0150.

16.0

 CD Title I Condition: to avoid major
modification for PM, PM10, and
PM2.5 under 40 CFR Section
52.21 from EU 004 control
equipment retrofit; Minn. Stat.
Section 116.07, subd. 4a; Minn.
R. 7007.0100; Minn. R.
7007.0800, subp. 2; Minn. R.
7011.0150; Minn. R. 7009.0020

Comply with Fugitive Emissions Control Plan: Follow the actions and record
keeping specified in the control plan. The plan may be amended with the
Commissioner's approval. If the Commissioner determines that you are out of
compliance with Minn. R. 7011.0150 or the control plan, then you may be required
to amend the control plan and/or install and operate particulate matter ambient
monitors.

17.0

 S/A Minn. Stat. Section 116.07, subd.
4a; Minn. R. 7007.0100; Minn. R.
7007.0800, subp. 2; Minn. R.
7011.0150; Minn. R. 7009.0020

Fugitive Emissions Control Plan: due 120 days after Permit Issuance. This
submittal is a revised Fugitive Emissions Control Plan that incorporates changes to
fugitive emission sources due to the Unit #4 (EU 004) air pollution control retrofit
authorized by permit No. 06100004-007. The equipment retrofit results in Unit #4
flyash being collected, handled, and disposed of as dry ash instead of as
pre-retrofit wet ash. This change must be reflected in the plan.

The changes to fugitive emission sources are:

1. FS 004 unit 4 flyash storage cell dozer activity and flyash storage cell berm road
pickup truck traffic;
2. FS 007 additional truck traffic to transport unit 4 powdered activated carbon,
limestone, and flyash;
3. FS 008 additional flyash handling unloading to unit 4 storage cell;
4. FS 009 wind erosion of additional unit 4 flyash.

18.0

 CD Minn. R. 7030.0010-7030.0080 Noise:  The Permittee shall comply with the noise standards set forth in Minn. R.
7030.0010 to 7030.0080 at all times during the operation of any emission units.
This is a state requirement only and is not federally enforceable.

19.0

 CD Minn. R. 7007.0800, subp. 9(A) Inspections: Upon presentation of credentials and other documents as may be
required by law, allow the Agency, or its representative, to enter the Permittee's
premises, to have access to and copy any records required by this permit, to
inspect at reasonable times (which include any time the source is operating) any
facilities, equipment, practices or operations, and to sample or monitor any
substances or parameters at any location.  The Permittee may require that MPCA
inspectors be accompanied by MP staff during the inspection.  Permittee's staff
shall be available whenever the plant is operating.

20.0

 CD Minn. R. 7007.0800, subp. 16 Comply with general conditions listed in Minn. R. 7007.0800, subp. 16.21.0

 CD Title I Condition: To avoid
classification as a major
modification under 40 CFR
Section 52.21and Minn. R.
7007.3000

Oily Floor Dry:  Limit combustion to: 1) cellulose based only, 2) 25 tons per year,
and 3) 1.25 tons per hour.

22.0

 CD Minn. R. 7017.2025 The following does not apply to Boilers No. 001, 002, 003, and 004.  These units
contain specific operating and/or production limits requirements.

Operating and/or production limits will be placed on emission units based on
operating conditions during compliance testing.  Limits set as a result of a
compliance test (conducted before or after permit issuance) apply until new
operating/production limits are set following formal review of a performance test as
specified by Minn. R. 7017.2025.

23.0

 CD hdr PERFORMANCE TESTING24.0
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 CD Minn. R. 7017.2030, subp. 1-4,
7017.2018 and Minn. R.
7017.2035, subp. 1-2

Performance Test Notifications and Submittals:

Performance Tests are due as outlined in Tables A and B of the permit.  See Table
B for additional testing requirements.

Performance Test Notification (written):  due 30 days before each Performance
Test
Performance Test Plan:  due 30 days before each Performance Test
Performance Test Pre-test Meeting:  due 7 days before each Performance Test
Performance Test Report:  due 45 days after each Performance Test
Performance Test Report - Microfiche Copy:  due 105 days after each
Performance Test

The Notification, Test Plan, and Test Report may be submitted in alternative
format as allowed by Minn. R. 7017.2018.

25.0

 CD Minn. R. ch. 7017 Performance Testing:  Conduct all performance tests in accordance with Minn. R.
ch. 7017 unless otherwise noted in Tables A, B, and/or C.

26.0

 CD hdr MONITORING REQUIREMENTS27.0

 CD Minn. R. 7007.0800, subp. 4(D) Monitoring Equipment Calibration: Annually calibrate all required monitoring
equipment (any requirements applying to continuous emission monitors are listed
separately in this permit).

28.0

 CD Minn. R. 7007.0800, subp. 4(D) Operation of Monitoring Equipment: Unless otherwise noted in Tables A, B, and/or
C, monitoring a process or control equipment connected to that process is not
necessary during periods when the process is shutdown, or during checks of the
monitoring systems, such as calibration checks and zero and span adjustments.  If
monitoring records are required, they should reflect any such periods of process
shutdown or checks of the monitoring system.

29.0

 CD hdr RECORDKEEPING30.0

 CD Minn. R. 7007.0800, subp. 5(B) Recordkeeping: Maintain records describing any insignificant modifications (as
required by Minn. R. 7007.1250, subp. 3) or changes contravening permit terms
(as required by Minn. R. 7007.1350, subp. 2), including records of the emissions
resulting from those changes.

31.0

 CD Minn. R. 7007.0800, subp. 5(C) Recordkeeping: Retain all records at the stationary source for a period of five (5)
years from the date of monitoring, sample, measurement, or report.  Records
which must be retained at this location include all calibration and maintenance
records, all original strip-chart recordings for continuous monitoring
instrumentation, and copies of all reports required by the permit.  Records must
conform to the requirements listed in Minn. R. 7007.0800, subp. 5(A).

32.0

 CD Minn. R. 7007.1200, subp. 4 If the Permittee determines that no permit amendment or notification is required
prior to making a change, the Permittee must retain records of all calculations
required under Minn. R. 7007.1200. These records shall be kept for a period of five
years from the date the change was made or until permit reissuance, whichever is
longer. The records shall be kept at the stationary source for the current calendar
year of operation and may be kept at the stationary source or office of the
stationary source for all other years. The records may be maintained in either
electronic or paper format.

33.0

 CD hdr REPORTING34.0

 CD Minn. R. 7007.1150 through Minn.
R. 7007.1500

Application for Permit Amendment: If you need a permit amendment, submit
application in accordance with the requirements of Minn. R. 7007.1150 through
Minn. R. 7007.1500.  Submittal dates vary, depending on the type of amendment
needed.

35.0

 CD Minn. R. 7019.1000, subp. 1 Notification of Deviations Endangering Human Health or the Environment: As soon
as possible after discovery, notify the Commissioner or the state duty officer, either
orally or by facsimile, of any deviation from permit conditions which could
endanger human health or the environment.

36.0
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 CD Minn. R. 7019.1000 subp. 1 Notification of Deviations Endangering Human Health or the Environment Report:
Within 2 working days of discovery, notify the Commissioner in writing of any
deviation from permit conditions which could endanger human health or the
environment.  Include the following information in this written description:
1.  the cause of the deviation;
2.  the exact dates of the period of the deviation, if the deviation has been
corrected;
3.  whether or not the deviation has been corrected;
4.  the anticipated time by which the deviation is expected to be corrected, if not
yet corrected; and
5.  steps taken or planned to reduce, eliminate, and prevent reoccurrence of the
deviation.

37.0

 CD Minn. R. 7019.1000, subp. 3 Shutdown Notifications:  Notify the Commissioner at least 24 hours in advance of a
planned shutdown of any control equipment or process equipment if the shutdown
would cause any increase in the emissions of any regulated air pollutant.  If the
owner or operator does not have advance knowledge of the shutdown, notification
shall be made to the Commissioner as soon as possible after the shutdown.
However, notification is not required in the circumstances outlined in Items A, B
and C of Minn. R. 7019.1000, subp. 3.

At the time of notification, the owner or operator shall inform the Commissioner of
the cause of the shutdown and the estimated duration.  The owner or operator
shall notify the Commissioner when the shutdown is over.

38.0

 CD Minn. R. 7019.1000, subp. 2 Breakdown Notifications:  Notify the Commissioner within 24 hours of a breakdown
of more than one hour duration of any control equipment or process equipment if
the breakdown causes any increase in the emissions of any regulated air pollutant.
The 24-hour time period starts when the breakdown was discovered or reasonably
should have been discovered by the owner or operator.  However, notification is
not required in the circumstances outlined in Items A, B and C of Minn. R.
7019.1000, subp. 2.

At the time of notification or as soon as possible thereafter, the owner or operator
shall inform the Commissioner of the cause of the breakdown and the estimated
duration.  The owner or operator shall notify the Commissioner when the
breakdown is over.

39.0

 CD Minn. R. 7019.1000, subp. 2 Shutdown and Breakdown Reporting Requirement for the Dust Collector Systems
for Material Handling Equipment:  Shutdowns and breakdowns shall be reported on
a quarterly basis to the Agency. The quarterly report shall include an identification
of the dust collector that broke down or was shutdown, the time and reason for the
breakdown or shutdown, a description of any repairs made, and the date and time
the dust collector was placed back in service.

40.0

 S/A Minn. R. 7007.0800, subp. 6
(C)(1)

Compliance Certification: due 31 days after end of each calendar year starting
03/28/2007 (for the previous calendar year).  To be submitted on a form approved
by the Commissioner, both to the Commissioner and to the US EPA regional office
in Chicago.  This report covers all deviations experienced during the calendar year.

41.0

 CD Minn. R. 7019.3000 through Minn.
R. 7019.3100

Emission Inventory Report:  due on or before April 1 of each calendar year
following permit issuance.  To be submitted on a form approved by the
Commissioner.

42.0

 CD Minn. R. 7002.0005 through Minn.
R. 7002.0095

Emission Fees: due 60 days after receipt of an MPCA bill43.0

 S/A Minn. R. 7007.0800, subp. 6(A) Semiannual Deviations Report: due 30 days after end of each calendar half-year
starting 03/28/2007 .  The first semiannual report submitted by the Permittee shall
cover the calendar half-year in which the permit is issued. The first report of each
calendar year covers January 1 - June 30.  The second report of each calendar
year covers July 1 - December 31. If no deviations have occurred, the Permittee
shall submit the report stating no deviations.

44.0

 CD Minn. R. 7007.1400, subp. 1(H) Extension Requests: The permittee may apply for an Administrative Amendment to
extend a deadline in a permit by no more than 120 days, provided the proposed
deadline extension meets the requirements of Minn. R. 7007.1400, subp. 1(H).

45.0

 S/A Minn. R. ch. 7007 Application for Permit Reissuance: due 180 days before expiration of Existing
Permit

46.0
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 S/A Minn. R. 7017.1110, subp. 1 & 2;
40 CFR Section 60.7; 40 CFR
Section 75.64

Excess Emissions/Downtime Reports (EER's): due 30 days after end of each
calendar quarter following Initial Startup of the Monitor. Submit Deviations
Reporting Form DRF-1 as amended. The EER shall indicate all periods of monitor
bypass and all periods of exceedances of the limit including exceedances allowed
by an applicable standard, i.e. during startup, shutdown, and malfunctions. The
EER must be submitted even if there were no excess emissions, downtime or
bypasses during the quarter.

47.0

 CD hdr ACID RAIN PROGRAM REQUIREMENTS48.0

 CD Minn. R. 7007.0800, subp. 7 Emissions from the stationary source cannot exceed any allowances that the
source lawfully holds under federal acid rain regulations, except as allowed by
Minn. R. 7007.0800, subp. 7.

49.0

 CD 40 CFR Section 72.90(b) and 40
CFR Section 72.90(c)

Acid Rain Certification Report: due 60 days after end of each calendar year.50.0

 CD 40 CFR Section 72.9(e) If the unit has excess emissions, the designated representative shall submit a
proposed offset plan in accordance with 40 CFR Section 72.9(e).

51.0

 CD 40 CFR Section 72.9(f) Keep the certificate of representation, all emissions monitoring information, copies
of all reports, compliance certifications and related submissions and all records
made or required under the Acid Rain Program on site for a period of 5 years from
the date the document was created.

52.0

 CD 40 CFR Section 72.9(c) Hold allowances as of the allowance transfer deadline, in the facility's compliance
account. Allowances may not be less than the total annual emissions of sulfur
dioxide from the previous calendar year from the facility.

53.0

 CD hdr DISPERSION MODELING REQUIREMENTS54.0

 CD 40 CFR pt. 50; Minn. Stat. Sec.
116.07, subds. 4a and 9; Minn. R.
7007.0100, subps. 7A, 7L and 7M;
Minn. R. 7007.0800, subps. 1, 2,
and 4;   Minn. R.
7009.0010-7009.0080

The Permittee shall comply with National Primary and Secondary Ambient Air
Quality Standards, 40 CFR pt. 50, and the Minnesota Ambient Air Quality
Standards, Minn. R. 7009.0010 to 7009.0080. Compliance shall be demonstrated
upon written request by the MPCA.

55.0

 CD Minn. Stat. Section 116.07, subds.
4a & 9; Minn. R. 7009.0020; Minn.
R. 7007.0100; Minn. R.
7007.0800, subp. 2

The parameters used in SO2 and PM10 modeling for permit No. 06100004-004
are listed in Appendix B-1 of this permit.

56.0

 CD Title I Condition: 40 CFR Section
52.21(k); Minn. R. 7007.3000;
Minn. Stat. Section 116.07, subds.
4a & 9; Minn. R. 7009.0020; Minn.
R. 7007.0100; Minn. R.
7007.0800, subp. 2

The parameters used in CO modeling for permit No. 06100004-005 are listed in
Appendix B-2 of this permit and for CO modeling for permit No. 06100004-004 are
listed in Appendix B-1 of this permit.

57.0

 CD Minn. Stat. Section 116.07, subds.
4a & 9; Minn. R. 7009.0020; Minn.
R. 7007.0100; Minn. R.
7007.0800, subp. 2

The parameters used in NOx modeling for permit No. 06100004-004 are listed in
Appendix B-1 of this permit.

NOx Modeling Triggers: For changes that do not require a permit amendment or
that require a minor permit amendment, and that affect any modeled parameter or
emission rate, a Remodeling Submittal requirement is not triggered. The Permittee
shall keep updated records on site of all parameters and emission rates. The
Permittee shall submit any changes to parameters and emission rates with the
next required remodeling submittal.

For changes that require a moderate or major permit amendment and affect any
modeled parameter or increase in an emission rate, a Remodeling Submittal
requirement is triggered. The Permittee shall include previously made changes to
parameters and emission rates that did not trigger a remodeling submittal with this
modeling submittal.

58.0
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 CD Minn. Stat. Section 116.07, subds.
4a & 9; Minn. R. 7009.0020; Minn.
R. 7007.0100; Minn. R.
7007.0800, subp. 2

NOx Remodeling Submittal: The Permittee must submit to the Commissioner for
approval changes meeting the above criteria and must wait for a written approval
(in the form of an issued permit amendment) before making such changes. The
information submitted must include, for stack and vent sources, source emission
rate, location, height, diameters, exit velocity, exit temperature, discharge direction,
use of rain caps or rain hats, and, if applicable, locations and dimensions of nearby
buildings. For non-stack/vent sources, this includes the source emission rate,
location, size and shape, release height, and, if applicable, any emissions rate
scalars, and the initial lateral dimensions and initial vertical dimensions and
adjacent building heights.

(continued)

59.0

 CD Minn. Stat. Section 116.07, subds.
4a & 9; Minn. R. 7009.0020; Minn.
R. 7007.0100; Minn. R.
7007.0800, subp. 2

NOx Remodeling Submittal (continued): The plume dispersion characteristics due
to the revisions of the information must be equivalent to or better than the latest
dispersion characteristics modeled. The Permittee shall demonstrate this
equivalency in the proposal. If the information does not demonstrate equivalent or
better dispersion characteristics, or if a conclusion cannot readily be made about
the dispersion, the Permittee must submit full remodeling.

60.0

 CD hdr OIL & NATURAL GAS CARBON MONOXIDE LIMIT61.0

 LIMIT Minn. R. 7007.0800, subp. 2 Carbon Monoxide: less than or equal to 319 tons/year using 12-month Rolling Sum
. This limit was taken to avoid an Air Emissions Increase Analysis when installing
natural gas ignitor/heat guns. This limit is derived to limit the potential to emit
increase to 95 tons/yr of CO.

Combined CO emissions from oil and natural gas combustion used in all igniters
and warm-up guns in EU 001, EU 002, EU 003, and EU 004 shall not exceed 319
tons per year of CO. This excludes CO emissions from coal combustion and other
permitted fuels. This limit applies on a 12-month rolling sum basis and must be
evaluated monthly. The following emission factors shall be used: Fuel Oil - 5 lbs
CO/1000 gallons; Natural Gas - 84 lbs CO/million cubic feet.

62.0

 CD Minn. R. 7007.0800, subp. 5 Recordkeeping: by the last day of each month calculate and record the CO
emissions for the previous month and the previous 12-month period (12-month
rolling sum) from the combustion of natural gas and fuel oil in the boilers ignitor
guns.

63.0
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Subject Item: GP 002 Opacity Monitors

Associated Items: MR 020  Blr 1 Opacity

MR 021  Blr 2 Opacity

MR 027  Blr 3 Opacity

MR 040  Blr 4 Opacity

NC/
CA

Type Citation Requirement

 CD hdr CONTINUOUS OPACITY MONITORING SYSTEMS (COMS) Requirements
(Additional requirements are located under the associated MR subject items and in
Table B)

1.0

 CD Minn. R. 7017.1200, subp. 1, 2 &
3;  40 CFR Section 60.13(e)(1);
40 CFR Section 60.13(h)

All COMS shall complete a minimum of one cycle of sampling and analyzing for
each successive 10-second period and one cycle of data for each successive
6-minute period.

2.0

 CD Minn. R. 7017.1090, subp. 1; 40
CFR Section 60.13(e)

Continuous Operation:  COMS must be operated and data recorded during all
periods of emission unit operation including periods of emission unit start-up,
shutdown, or malfunction except for periods of acceptable monitor downtime.  This
requirement applies whether or not a numerical emission limit applies during these
periods.  A COMS must not be bypassed except in emergencies where failure to
bypass would endanger human health, safety, or plant equipment.

Acceptable monitor downtime includes reasonable periods as listed in Items A, B,
C and D of Minn. R. 7017.1090, subp. 2.

3.0

 CD 40 CFR Section 60.13(a); Minn.
R. 7017.1210

COMS QA/QC: The owner or operator of an affected facility is subject to the
performance specifications listed in 40 CFR pt. 60, Appendix B and shall operate,
calibrate, and maintain each COMS according to the QA/QC procedures in Minn.
R. 7017.1210.

4.0

 CD Minn. R. 7017.1210, subp. 2; 40
CFR Section 60.13(d)(l) regarding
COMS and 60.13(d)(2)

COMS Daily Calibration Drift Check: The Permittee must automatically, intrinsic to
the opacity monitor, check the zero and upscale (span) calibration drifts at least
once daily. The acceptable range is as defined in 40 CFR pt. 60, Appendix B,
PS-1. The optical surfaces shall be cleaned when the cumulative automatic zero
compensation exceeds 4 percent opacity.  Minimum procedures must include an
automated method for producing a simulated zero opacity condition and an
upscale opacity condition as specified in 40 CFR 60.13(d)(2).

5.0

 CD Minn. R. 7017.1210, subp. 4 Attenuator Calibration: The Permittee shall have an independent testing company
conduct calibrations of each of the neutral density filters used in the calibration
error audit according to the procedure in Code of Federal Regulations, Title 40,
Part 60, Appendix B, Section 7.1.3.1 within the time frame of opacity stability
guaranteed by the attenuator manufacturer. The manufacturer's guarantee of
stability shall be on site available for inspection.

6.0

 CD Minn. R. 7017.1130 Recordkeeping:  The owner or operator must retain records of all COMS
monitoring data and support information for a period of five years from the date of
the monitoring sample, measurement or report.  Records shall be kept at the
source.

7.0
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Subject Item: GP 003 NOx and SO2 Monitors

Associated Items: MR 028  Blr 1 SO2

MR 029  Blr 1 NOx

MR 032  Blr 2 SO2

MR 033  Blr 2 NOx

MR 036  Blr 3 SO2

MR 037  Blr 3 NOx

MR 042  Blr 4 SO2

MR 043  Blr 4 NOx

NC/
CA

Type Citation Requirement

 CD hdr CONTINUOUS EMISSION MONITORING SYSTEMS (CEMS) REQUIREMENTS

Additional requirements are located under the associated MR subject items and in
Table B

1.0

 CD 40 CFR Section 75.21 CEMS QA/QC:  The owner or operator of an affected facility shall operate,
calibrate, and maintain each CEMS according to the QA/QC procedures in 40 CFR
pt. 75, appendix B as amended.

2.0

 CD 40 CFR pt. 75, Appendix B,
section 2.1

Daily Calibration error (CE) Test:  conduct daily CE testing on all CEMS required
by the Acid Rain Program, in accordance with 40 CFR pt. 75, appendix B.

3.0

 CD Minn. R. 7017.1180, subp. 2 Relative Accuracy Test Audit (RATA) Notification: due 30 days before CEMS
Relative Accuracy Test Audit (RATA)).

4.0

 CD Minn. R. 7017.1130; and 40 CFR
pt. 75, subp. F

Recordkeeping:  The owner or operator must retain records of all CEMS
monitoring data and support information for a period of five years from the date of
the monitoring sample, measurement or report.  Records shall be kept at the
source.

5.0

 CD 40 CFR Section 60.13(e); Minn.
R. 7017.1090

Continuous Operation:  CEMS must be operated and data recorded during all
periods of emission unit operation including periods of emission unit start-up,
shutdown, or malfunction except for periods of acceptable monitor downtime.  This
requirement applies whether or not a numerical emission limit applies during these
periods.  A CEMS must not be bypassed except in emergencies where failure to
bypass would endanger human health, safety, or plant equipment.

6.0

 CD Minn. R. 7007.0800, subp. 4 SO2 Monitoring: Use MR 028, MR 032, MR 036, and MR 042 to continuously
monitor SO2 emissions from EU 001, EU 002, EU 003, and EU 004, respectively.

NOx Monitoring: Use MR 029, MR 033, MR 037, and MR 043 to continuously
monitor NOx emissions from EU 001, EU 002, EU 003, and EU 004, respectively.

7.0




